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The NotevisionM20.
So versatile, it’s always doing something.

It’s looking slim and portable …

Busy, busy, busy. Our newest micro-portable DLP™ projector, the Sharp NotevisionM20, is so intelligently designed you’ll keep it busy every day in every presentation

setting. The M20 is one of the smallest and most powerful projectors in its class. And because it’s so light and portable, it’s ideal for use when your schedule takes

you to multiple locations – client meetings in the conference room, sales presentations on the road, even DVD movies at home. 

With exciting styling and slim profiles, both projectors in the NotevisionM20

series not only look distinctive, they also work brilliantly in any situation.

Sharp has engineered the M20 and M25 with an exclusive “straight

optic” design to ensure that they will deliver the highest possible

brightness from the smallest package imaginable. Consider that

each projector weighs only 5.8 pounds, yet they deliver an 

exceptional 1900 ANSI Lumens. And they’re driven by a sophisticated

12° DMD chip with almost a million individually moving mirrors producing

a 1000:1 contrast ratio. 

Whatever it’s doing, the NotevisionM20 projector series is guaranteed to captivate

your audience with truly stunning picture quality. Both projectors have a

full 1024 x 768 XGA native resolution, and are equipped with Sharp’s

Advanced ImageACE Resizing to project all images in full-screen 

brilliance. Sharp has also included its CV-IC System II to reduce video

noise and jagged lines, and to correct keystoned images. These DLP

micro-projectors have it all: a 1.2:1 Fujinon lens for crisp, clear imagery,

a 3x color wheel with air-bearing motor and DDR (Double Data Rate) 

circuitry that minimizes “image flicker,” a new sRGB color management 

feature that ensures color matching, and Sharp’s autoSYNC circuitry to refine

images automatically.

delivering superior image quality …

With virtually flawless image quality and 
1900 ANSI Lumens, the NotevisionM20
is everything a great presenter should be.

M20
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The NotevisionM25.
Wireless in a wired world.
With the enhanced NotevisionM25X, Sharp has opened the door to even greater freedom.  This totally wireless network projector lets you give PowerPoint® presentations,

conduct sales trainings, and project digital entertainment—without being restricted by wired connections and cables. The M25X now communicates directly with “wireless

access points,” so you can wirelessly access your corporate LAN, open files, browse the Internet, and operate business applications—while simultaneously projecting images.

You can even present without a laptop using a memory card only. This advanced projector comes complete with two wireless 802.11b cards, too, and works with any 

standard 802.11b WiFi card, so it complies with conventional MIS standards. The result? Bold, high-quality images and quick, easy operation.

All Notevision projectors are covered by Sharp’s standard warranty, one of

the most comprehensive service and support packages in the industry.

Because we know time is critical, this exceptional warranty

enhancement includes the Sharp “ER” Express Repair feature – in

the rare event that any M20 series projector fails within two years

of purchase, it will be repaired or replaced within 24 hours – at no

additional cost. So enter a room with the M20 or M25, and you’re

armed with confidence. Because Notevision projectors are from 

Sharp – the name you’ve come to trust in presentation technology. 

connecting and projecting with ease …

One data input, two video
inputs and an audio input
assure effortless connectivity.

Sharp’s enhanced NotevisionM25X has an RF GyroRemote 
that operates the mouse and presentation tools—

wirelessly. Unlike infrared remotes, it doesn’t 
have to be pointed at a receiver— allowing for 

more mobile, dynamic presentations.

and guaranteeing peace of mind.

M25

Both projectors in the NotevisionM20 series set up in seconds with “Connect

and Project” circuitry. The M20 and M25 work with your PC, Mac® or

Workstation to run all spreadsheets and PowerPoint presentations.

They have the flexibility to accept virtually any video signal – 

composite video, component video, S-video, digital and analog 

computer sources, as well as DVDs, HDTV, and your favorite video

games. And they’re easy to operate, because they include Sharp’s

Presenter PAK – the icon-driven menu system that is simply the most 

user-friendly interface on the market. 



SHARP ELECTRONICS CORPORATION 
Professional LCD Products Group
Sharp Plaza, Mahwah, NJ  07430-2135
1-888-GO-SHARP (467-4277)
www.SharpLCD.com
E-Mail: ProLCD@SharpSEC.com

looking slim and portable
DIMENSIONS 85/8" x 3" x 1115/16"

WEIGHT 5.8 lbs.

delivering superior image quality
HD/DTV COMPATIBLE Support for 1080i, 720p, 480p 

Component Video and 480i

DIGITAL KEYSTONE CORRECTION Up to +/-35º

DEVICE TYPE 0.7" DDR 12º DMD™

BRIGHTNESS 1900 ANSI Lumens w/ 85% CCR

CONTRAST RATIO 1000:1 Full On/Off – 800:1 ANSI

LENS TYPE Fujinon 1.2:1 Manual Zoom/Focus

RESOLUTION XGA (1024 x 768) up to UXGA (1600 x 1200)

connecting & projecting with ease
H & V FREQUENCY fh 15 - 126 kHz / fv 43-200 Hz

DOT CLOCK 12 - 230 MHz

COMPATIBILITY PC, Mac and Work Station

VIDEO SYSTEM NTSC/PAL/PAL-N/PAL-M/SECAM/NTSC 4.43

RESIZING ImageACE Resizing

ASPECT RATIO 4:3 & 16:9

AUDIO SYSTEM 2.0 Watt Mono

REMOTE CONTROL PG-M20X: IR w/Presentation Forward & Back
PG-M25X: RF GyroRemote with Mouse Control

USER INTERFACE One-step custom start-up image; intuitive GUI

guaranteeing peace of mind
LAMP DC 210 Watt SHP, 

User-replaceable/2000 Hours

FAN NOISE 37dB

POWER SOURCE 100-240 VAC, 50/60Hz

POWER CONSUMPTION PG-M20X: 290 Watts/250 Watts (power save)
PG-M25X: 295 Watts/255 Watts (power save)

HEAT DISSIPATION PG-M20X: 1090 BTU/Hour
PG-M25X: 1110 BTU/Hour

LIMITED WARRANTY 3 Years Parts/Labor & 
2 Years Sharp Express Repair 
Lamp 90 Days

SECURITY Password start-up/theft deterrent
Kensington Lock Compatible

Input 1  . . . . . . . . . . . . . . . . . . . .DVI-I (29pin) digital, computer (RGB), and component
Input 2  . . . . . . . . . . . . . . . . . . .S-Video (4 Pin DIN)
Input 3  . . . . . . . . . . . . . . . . . . .Composite (RCA)
Input 4  . . . . . . . . . . . . . . . . . . .PCMCIA Type II (PC card slot; PG-M25X only)
1 Audio Input  . . . . . . . . . . . . . .3.5mm Stereo Minijack
1 USB Port  . . . . . . . . . . . . . . . .(4 Pin)
1 Wired Remote Control Input  . .3.5mm Minijack (PG-M25X only)

Wireless Remote Control, Two AAA Size Batteries, 6' Power Cord, 6' USB Mouse Control
Cable, 6' DVI to 15 pin HD cable, Projector Operation Manual, Projector Quick Reference
Guide, Carry Bag, (2) IEEE 802.11b 

AN-M200PCBAG  . . . . . . . . . . .Soft Sided Carry-on Bag (Projector & PC)
AN-M100WB  . . . . . . . . . . . . . .Hard Sided Bag with Wheels  (Projector & PC)
AN-M200SC  . . . . . . . . . . . . . . .Hard Sided Shipping Case w/ wheels & handle
AN-PGCM90  . . . . . . . . . . . . . .Ceiling bracket for PG-M20X and PG-M25X
AN-EP101B  . . . . . . . . . . . . . . .Extension Pole
AN-CMCSS16  . . . . . . . . . . . . . .16" Security Cable with Keylock
AN-CMCSS46  . . . . . . . . . . . . . .46" Security Cable with Keylock (for use with Extension Pole)
AN-A1DV  . . . . . . . . . . . . . . . . .DVI to 15 pin D-Sub Adapter (8")
AN-A1MY  . . . . . . . . . . . . . . . . .Monitor Loop-Out "Y" Adapter (8")
AN-C3DV  . . . . . . . . . . . . . . . . .DVI Digital Cable (10')
AN-C3BN  . . . . . . . . . . . . . . . . .5 BNC to 15 pin D-Sub cable (10')
AN-WC11B  . . . . . . . . . . . . . . . .IEEE 802.11b 

PG-M20X and Screen Diagonal 40" to 300"
PG-M25X Min/Max Distance 5'2" to 39'8"

Design and specifications are subject to change without notice.
Sharp is a registered trademark of Sharp Corporation.
DLP is a trademark of Texas Instruments. 
All other trademarks are property of their respective holders.
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